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Three pass flame tube oil heater

Structure
ARTEMIS thermal oil heaters type EL are forced circulation heaters with a 
temperature range up to 400 0C, depending on the heat transfer media.

3- flue gas pass layout, the first of which passes through the heating tube 
coil. Produced flue gases are reversed in the fireproof lining  and return 
towards the front through the interval between the internal and external 
heating coil. In the front smoke chamber flue gases are reversed again, 
enter the space between the external heating coil and the shell of the 
generator and are transferred to the chimney.

Construction- Special features

Benefits

Construction according to the European Pressure Equipment 
Directive (P.E.D 97/23)
Spiral casing circulating pumps including coupling, base plate and 
electric motor. The circulating pumps are virtually free of 
maintenance.
Expansion tank and discharge tank are supplied for separate 
mounting.

Sophisticated design
Low thermal load of the combustion chamber
The special heating tube coil ensures a ''cool'' furnace.

Lower fuel consumption and in general clearly reduced operating costs
Efficiency over 95% (with an economiser)
Suitable for many burner types
Effective thermal insulating materials 
Easy service due to front and rear doors.
Monobloc with burner, control panel and all the monitoring appliances, 
prewired..
Low noise operation

Thermal Oil Heaters

Manufacturing quality
ARTEMIS BOILER INDUSTRY follows a strict program to constantly 
observe every stage of production. Specialist engineers provide constant 
project management to fit the customer's individual requirements.

The quality -guarantee system begins by selecting the feedstock and the 
suppliers. We have great expectations of our carefully chosen suppliers 
regarding the material's authenticity and certification.

Every stage of production is monitored with ultrasonic tests, X-rays, 
penetrating fluids and magnetic fields .Our welders are subject to 
constant monitoring.

Every product is certified and bears the original stamp of the inspection 
organization.

Application field
Textile industry
Food industry
Chemical industry
Laundries
Wood industry
Paper and cardboard industry

Flame tube detail


